
24"

4
6
"

20"

3
'-

7
"

3
'-

2
"

3
'

6
"

3
'

ELEVATION (SIDE)ELEVATION (FRONT)

CONFIGURATION (FRONT)

CABINET EQUIPMENT

CS:

TSC:

DATE:

FILE:

DESIGN UNIT:
DESCRIPTIONAUTH

DRAWING SHEET

             

             ITS Cabinet, Pole-Mtd.dgn            

      

      

                      

                      

                            

              

                    

                               

                          

                          

DESCRIPTIONAUTH

             

             

                          

                          

                                          

               SHEET 1 OF 1               

        ITS CABINET, POLE-MOUNTED         

NO SCALE
DATE NO. DATENO.

FINAL ROW PLAN REVISIONS   (SUBMITTAL DATE:           )

Michigan Department of Transportation

         

 

 

 

 

 
 

   

   

 

 

 

 

 

 
 

   

   

 

 

 

 

 

 
 

   

   

 

 

 

 

 

 

   

   

   

   

   

   

   

   

   

   

JN:                      

        

OUTLET PANEL

GFI

CABINET MONITOR

1

C

3

NC

5

NO

C

4

NC

6

NO

2

11

C

3

NC

5

NO

C

4

NC

6

NO

2

(DOOR ALARM)

(CABINET LIGHT)

COM

1

BATTERY
+ -

BATTERY
+ -

BATTERY
+ -

AC INPUT AC OUTPUT

+

-

AC INPUT UTILITY

UPS LINE

SURGE PROTECTION

UL 1449 120/240V

*FAILED OUTLET RELAY WIRES CAPPED

PANEL BOARD

30A

20A

IN
T

E
R

L
O

C
K

30A

20A

15A

1

3

5

7

2

4

6

8

UTILITY MAIN

GEN MAIN

TERMINAL BLOCK

UPS

POWER DIST UNIT

LED POWER SUPPLY
LIGHT

LED

LIGHT

LED

(ORANGE)

UPS ONLY

OUTLET (CO)

CONVENIENCE

1

THERMOSTAT
F1

FAN

THERMOSTAT
F2

FAN

AC+ 1

AC+ 2GND

SENSOR 1

DOOR

SENSOR 2

DOOR

WIRING DIAGRAM

CABINET

GROUNDING BUSNEUTRAL BUS

NEUTRAL

OUTLET PANEL

CABINET MONITOR

PRINT DATE:8/1/2014  

*IF SHOWN ON CONSTRUCTION SHEETS

NOTE: NUMBER OF BATTERIES SHOWN IS DIAGRAMMATIC

IF SHOWN ON CONSTRUCTION SHEETS

POWER SUPPLY

*UNINTERRUPTIBLE

PANEL BOARD

ELECTRICAL

GROUNDING LUG

GROUND

PROPOSED

1
'-

9
"

1
'-

0
"

GROUNDING ELECTRODE
CABLES PER PLANS

CONDUIT FOR COMM

INSTALLED ON SPUN CONCRETE POLE

TYPICAL POLE MOUNT ITS CABINET

PANEL BOARD

ELECTRICAL

UNIT

DISTRIBUTION

*POWER

BATTERIES

*BACK-UP

PROTECTION

SURGE

ASSEMBLY

19" EIA RACK

SHELF

SLIDING

VENTED

LIGHT STRIPS

(2) LED

CFM FANS

(2) 100

PANELBOARD

ELECTRICAL

DOORS)

(ON BOTH

PLACARD

SITE NAME

STRAPS (4, TYP)

STAINLESS STEEL

AND CONCRETE SKIRT

DRILLED SHAFT

LOCKOUTS INSIDE AND OUT)

(INSTALL SEALING

CABINET AND POLE

2-2" GRS NIPPLES BETWEEN 

BOX AND COVER

STEEL HANDHOLE 

GALVANIZED 

4 1/2" X 30" 

GROUND

PROPOSED

STRAPS (4, TYP)

STAINLESS STEEL

PANELBOARD

ELECTRICAL

DOORS)

(ON BOTH

PLACARD

SITE NAME

CABLES PER PLANS

CONDUIT FOR COMM

GROUNDING LUG

GROUNDING ELECTRODE

INSTALLED ON STEEL STRAIN POLE

TYPICAL POLE MOUNT ITS CABINET

OF CONDUIT SWEEPS SHOWN IN THIS DRAWING ARE DIAGRAMMATIC.

TO FOUNDATIONS BASED ON SITE CONDITIONS. THE NUMBER AND LOCATION

AND POWER AS SHOWN IN THE PLANS. DETERMINE THE APPROACH/ENTRY ANGLE

INSTALL THE NUMBER, SIZE, AND TYPE OF CONDUIT(S) FOR COMMUNICATIONS1.

NOTES:

(ON BOTH DOORS)

SITE NAME PLACARD

PANEL BOARD

ELECTRICAL

NOTE: REQUIRED SUNSHIELD NOT SHOWN FOR CLARITY

METAL BUSHING (INSIDE POLE)

LOCK NUT (IF REQUIRED)

3" NIPPLE (METAL)

3" ENTRANCE LB (METAL)*

3" CLOSE NIPPLE (METAL)

(INSIDE CABINET)

METAL BONDING BUSHING

*DRILL 1/8" MIN. WEEP HOLE IN LOWEST POINT OF LB

ENTERING CABINET)

AND CABLES

SPACE FOR CONDUIT

(LEAVE SUFFICIENT

BACK-UP BATTERIES

*SHELF FOR 


	Date: 
	Design Unit: 
	TSC: 
	Control Section: 
	Job Number: 


